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ABSTRACT 
 
This work focuses on the design of a Wideband Branch Line Coupler (BLC) 
by using open circuits coupled lines technique. The design is implemented by adding 
four open circuits coupled lines to the structre of the conventional Branch Line 
Coupler. The coupler operates at 3.8 GHz with a wideband bandwidth of 1.66 GHz, 
in which the fractional bandwidth is 43.69%. Then the proposed design was 
implemented using CST microwave tool and the simulation results of the S-
parameters obtained from CST microwave simulated achieving a coupling factor of -
3d  and  0 phase diffrence between the two output port at the frequency of 3.8 GHz 
, the fabrication process and the experiment results of the proposed prototype 
wideband BLC was discussed and compared. The simulated results, and the 
measured results similar with wider bandwidth of 1.62 GHz and fractional 
bandwidth of 42.63% with reducation size of 28.2%.    
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ABSTRAK 
 
Kerja ini memberi tumpuan kepada reka bentuk yang Wideband Cawangan 
Line Coupler ( BLC ) dengan menggunakan litar terbuka ditambah teknik garisan. 
Reka bentuk ini dilaksanakan dengan menambah empat litar terbuka ditambah 
kepada barisan structre daripada konvensional Cawangan Line Coupler. 
Pengganding beroperasi pada 3.8 GHz dengan lebar jalur jalur lebar daripada 1.66 
GHz , di mana lebar jalur pecahan adalah 43,69 %. Kemudian reka bentuk yang 
dicadangkan dilaksanakan menggunakan CST alat gelombang mikro dan keputusan 
simulasi S- parameter yang diperolehi daripada CST gelombang mikro simulasi 
mencapai faktor gandingan -3d  dan  0 fasa diffrence antara dua pela uhan output 
pada frekuensi 3.8 GHz , proses fabrikasi dan keputusan eksperimen prototaip yang 
dicadangkan Wideband BLC telah dibincangkan dan dibandingkan. Keputusan 
simulasi , dan keputusan diukur sama dengan lebar jalur yang lebih luas daripada 
1.62 GHz dan lebar jalur pecahan 42,63 % dengan saiz reducation daripada 28.2 %. 
 
 
